
The RedEdge-MX Dual 
Camera Imaging System

Same drone. Same workflow. 
Now with 10-band imagery.
•  Synchronized capture of all 10 bands

•  Works with the drone and software you already have

•  DJI Quick Mount kit comes already attached

•  Features RedEdge-MX Blue - a new version of     
    RedEdge-MX with a new group of filters
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Dual Camera System

RedEdge-MX Dual Camera Imaging System 
Compared to Satellites

AVAILABLE OCT 15:

* See reverse for exact specifications

micasense.com/dual-camera-system

®



WEIGHT

DIMENSIONS

EXTERNAL POWER

COASTAL AEROSOL

BLUE

GREEN

REDEDGE

508.8 g
(Two sensors, Dual Cam Quick Mount, DLS2, and cable)

8.7cm x 12.3cm x 7.6cm
(3.4in x 4.8in x 3.0in)
4.2 V DC - 15.8 V DC
8.0/16.0W (nominal, peak)
Provided through Dual Camera Quick Mount Kit

The RedEdge-MX Dual 
Camera Imaging System

SPECIFICATIONS

Comparison with Landsat 8 and Sentinel 2A
LANDSAT 8 SENTINEL 2A DUAL CAMERA SYSTEM

RED

NIR

443 (16) 442 (20) 444 (28)

482 (60) 490 (66) 475 (32)

560 (60) 560 (36)

531 (14)
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717 (12)

668 (14)

740 (15)

832 (100)

864 (28) 864 (21) 842 (57)

664 (30)

782 (20)

560 (27)

740 (18)
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* NEW with RedEdge-MX Blue

Dual Camera Kit 

Ready to see more? Contact us.

sales@micasense.com
micasense.com/dual-camera-system
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