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ERJ Family – DEsign WEights

E-JEts combinE high payloaD capability With loW aiRcRaFt WEight.

ERJ 135 ERJ 140 ERJ 145

ER                  lR ER                  lR lR                  XR

mtoW 19,000          20,000            
41,887               44,092

20,100          21,100            
44,312               46,517

22,000          24,100            
48,501               53,131

mlW 18,500          18,500           
40,785               40,785

18,700          18,700            
41,226               41,226

19,300          20,000            
42,549               44,092

boW (std) 11,402          11,501            
25,137               25,355

11,816          11,808           
26,049               26,032

12,114          12,591            
26,706               27,758

mzFW 15,600          16,000            
34,392               35,273

17,100          17,100            
37,699               37,699

17,900          18,500            
39,462               40,785

maX. payloaD 4,198          4,499            
9,255               9,918

5,284            5,292            
11,649               11,666

5,786            5,909            
12,755               13,027

maX. usablE
FuEl*

4,132            5,136            
9,109                11,322

4,132            5,136            
9,109                 11,322

5,136             5,973            
11,322               13,168

maX. usablE
FuEl

5,146           6,396            
1,359               1,690 

5,146            6,396           
1,359                 1,690

6,396            7,438            
1,690                 1,965

* Fuel density 0.803 kg/l (6.70 lb/gal)
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ERJ PERfoRmancE chaRactERistics

Passenger Weight = 90.7 kg (200 lb)

ERJ 135 ERJ 140 ERJ 145

ER                  LR
  a3                a 1/3   

ER                  LR
  a 1/3                a 1/3   

 LR                  XR
  a1                a1E   

maX cRuisE sPEEd 0.78              0.78            0.78              0.78            0.78              0.80            

timE to cLimb to FL350
toW For 400 nm, FuLL PaX

20                 15            16                 16   18                15   

takE off fiELd LEngth          
toW For 400nm, FuLL PaX, ISa, SL 

1,320          1,330               
4,331              4,364

1,270          1,270           
4,167               4,167

1,380         1,340            
4,528             4,396

takE off fiELd LEngth          
mtoW, ISa, SL

1,640          1,760            
5,381               5,774

1,580         1,850            
5,184              6,070

2,270          2,070            
7,448               6,791

Landing fiELd LEngth                       
mtoW, ISa, SL

1,360          1,360            
4,462               4,462

1,380            1,380            
4,528                  4,528

1,400            1,430            
4,593                 4,692

sERvicE cEiLing 37,000       37,000 37,000       37,000 37,000        37,000

RangE          
mtoW, ISa, SL

1,300           1,750            
2,409               3,243 

1,250            1,650           
2,317                 3,058

1,550            2,000            
2,873                3,706

mach

min

m
(ft)

m
(ft)

m
(ft)

nm
(km)

(ft)



www.embraercommercialjets.com

ERJ 145 - LOPA

44 SEATS AT 31 INCH PITCH

VOLUME - m 3( f t 3) AIRCRAFT PER PAX

OVERHEAD BIN 1.40 (49.4) 0.032 (1.13)

UNDERSEAT 1.90 (67.1) 0.043 (1.52)

WARDROBE 0.93 (32.8) 0.021 (0.74)

BAGGAGE COMPARTMENT 9.20 (324.9) 0.209 (7.38)

TOTAL 13.43 (474.3) 0.305 (10.77)
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ERJ GRound opERations

dEsiGnEd foR quick tuRnaRound and EfficiEnt sERvicinG.
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ERJ EnginE TakE Off RaTings

* sea level, static installed thrust

ThE aE3007 usEs ThE samE EnginE haRdwaRE On all ERJs and OffERs ThE highEsT flaT RaTing On ThE maRkET.

           aE 3007                     max TO ThRusT (lbf)*            EnginE flaT RaTing

ERJ 135 ER

7,057

7,057

7,426 OEI ratIng

ISa + 15ºC

ISa + 30ºC 

ISa + 30ºC 

ERJ 135 lR
7,057

7,426 OEI ratIng

ISa + 30ºC 

ISa + 30ºC 

ERJ 140 ER / lR
7,057

7,426 OEI ratIng

ISa + 30ºC 

ISa + 30ºC 

ERJ 145 lR

7,426

7,426

8,169 OEI ratIng

ISa + 30ºC

ISa + 30ºC 

ISa + 19ºC 

ERJ 145 xR
7,950

8,736 OEI ratIng

ISa + 22ºC 

ISa + 19ºC 

a3

a 1/3

a 1/3

a 1/3

a1

a1P

a1E
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ERJ 145 – FRont and SidE ViEwS
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ERJ CRoss sECtion

LaRgE, EyE-LEvEL windows.
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ERJ Commonality

ERJs shaRE 98% paRts, systEms and tRaining Commonality.

•	 same	fuselage,	wing	and	tail	structure
•	 same	engine	hardware
•	 same	systems	and	components
•	 same	landing	gear,	tires	and	brakes
•	 same	ERJ	crew	type	rating
•	 common	maintenance	and	training	procedures
•	 common	ground	support	equipment
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ERJ BaggagE Loading

BaggagE is Easy to Load, distRiButE and accEss insidE thE compaRtmEnt.

•	 	door	dimensions	
	 1.0	m	x	1.1	m											
	 3	ft	3	in	x	3	ft	7	in

•	 	ramp	at	door	entrance	to	facilitate	loading

•	 	door	at	center	of	Compartment
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ERJ BaggagE VoLumE and Load

BaggagE compaRtmEnt
Volume	-	m³		(ft³)	 

BaggagE compaRtmEnt 
Load	-	Kg		(lb)	 

totaL         pER sEat totaL         pER sEat 

ERJ 135 9.20  (324.9) 0.25  (8.8) 1,000  (2205) 27  (60)

ERJ 140 9.20  (324.9) 0.21  (7.4) 1,200  (2646) 27  (60)

ERJ 145 9.20  (324.9) 0.18  (6.4) 1,200  (2646) 24  (53)

ERJ BaggagE VoLumE and Load


